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Jumlah penduduk Kota Ternate mencapai 218.208 jiwa yang pada setiap tahunnya 

mengalami pertumbuhan (BPS Kota Ternate). Dari gambaran jumlah penduduk yang 

mengalami pertumbuhan setiap tahunnya ini, tentunya perlu peningkatan pelayanan dari 

segi ekonomi, kesehatan, dan pendidikan. Dalam hal ini tentunya harus ada pembangunan 

untuk menunjang kesejahteraan dan pelayanan masyarakat Kota Ternate yang jumlah 

penduduknya semakin banyak, salah satu diantara adalah infrastrukturnya. 

Pembangunan infrastruktur dengan menggunakan beton dalam bangunan gedung 
tidak boleh terlepas dari kondisi sosial masyarakat Kota Ternate. Hal ini dapat ditinjau dari 
segi ekonomi dan sumber daya alamnya yang bisa diolah untuk dijadikan sebagai bahan 
pembuat beton, seperti  agregat halus dan agregat kasarnya, Namun realitas yang terjadi 
justru agregat yang dipakai dalam campuran beton memakai agregat yang berasal dari 
luar Kota Ternate, Sedangkan potensi sumber daya alam seperti Pasir Lava Gamalama 
(Pasir Batu Angus) dan batuan-batuan yang berada di pesisir pantai bisa dimanfaatkan 
untuk dijadikan bahan dasar membuat beton. 

Penelitian ini dilakukan untuk mengetahui berapa nilai kuat tekan beton beragregat 
halus pasir lava Gamalama dengan berbagai macam variasi Fas yaitu : Fas 0,45, Fas 
0,50, Fas 0,55, Fas 0,60, dan Fas 0,65. Penelitian ini dilaksanakan di Laboratorium 
Struktur dan Bahan Program Studi Teknik Sipil Fakultas Teknik Universitas Khairun 
Ternate. Jumlah total benda uji silinder untuk pengujian kuat tekan pada penelitian ini 
sebanyak 75 sampel (15x30) mm, dengan masing - masing  variasi FAS sebanyak 15 
sampel. Pengujian kuat tekan dilakukan pada umur 28 hari.     

 
Dari hasil pengujian kuat tekan diperoleh nilai kuat tekan dengan variasi Faktor 

Air Semen (FAS) 0,45 diperoleh 226,68 Mpa, untuk Faktor Air Semen (FAS) 0,50 
diperoleh 191,61 Mpa, untuk Faktor Air Semen (FAS) 0,55 diperoleh 139,36 Mpa, untuk 
Faktor Air Semen (FAS) 0,60 diperoleh 101,74 Mpa, dan untuk Faktor Air Semen (FAS) 
0,65 diperoleh 27,62 Mpa. Dari hasil pengujian kuat tekan beton dengan variasi FAS 
dapat diambil kesimpulan bahwa semakin besar nilai Faktor Air Semen, maka semakin 
kecil nilai kuat tekan beton yang diperoleh. 
 

 

 



ABSTRACT 

  

M. Alfi B. Abidin 

STRONG PRESS CONCRETE FINELY AGGREGATED LAVA GAMALAMA WITH FAS 
VARIATION 

Keywords: Gamalama Lava Sand, Cement Water Factor, Strong Press Concrete. 
  

The population of Ternate City reaches 218,208 people who annually experience 

growth (BPS Ternate City). From the picture of the number of people who experience 

growth every year, of course, it is necessary to improve services in terms of economy, 

health, and education. In this case, of course, there must be development to support the 

welfare and service of the people of Ternate City whose population is increasing, one of 

which is the infrastructure. 

Infrastructure development using concrete in buildings should not be separated from 
the social conditions of the people of Ternate City. This can be viewed in terms of 
economics and natural resources that can be processed to be used as concrete making 
materials, such as fine aggregates and coarse aggregates, but the reality that occurs is 
precisely the aggregates used in concrete mixtures using aggregates that come from 
outside the city of Ternate, while the potential of natural resources such as Gamalama 
Lava Sand. (Pasir Batu Angus) and rocks located on the coast can be used as a base 
material to make concrete. 

Thisresearch is done to find out how strong the hard value of the concrete press is 
finely lava sand Gamalama with various variations of Fas, namely: Fas 0.45, Fas 0.50, Fas 
0.55, Fas 0.60, and Fas 0.65. This research was conducted in the Laboratory of Structure 
and Materials of the Civil Engineering Study Program of the Faculty of Engineering, 
Khairun Ternate University. The total number of cylindrical test objects for hard pressing 
testing in this study was 75 samples (15x30) mm, with each fas variation of 15 samples. 
Strong press testing is done at 28 days of age.  

  
 From the results of the compressive strength test, it is obtained that the compressive 
strength value with variations in the Water Cement Factor (FAS) 0.45 is obtained 226.68 
Mpa, for the Water Cement Factor (FAS) 0.50 is obtained 191.61 Mpa, for the Water 
Cement Factor (FAS) 0 .55 obtained 139.36 Mpa, for Water Cement Factor (FAS) 0.60 
obtained 101.74 Mpa, and for Water Cement Factor (FAS) 0.65 obtained 27.62 Mpa. From 
the results of testing the compressive strength of concrete with variations of FAS, it can be 
concluded that the greater the value of the Water Cement Factor, the smaller the value of 
the compressive strength of the concrete obtained. 
 


